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Ref. No.
Date:

DECLARATION OF PERFORMANCE

(in compliance with the requirements (EU) Noe 305/2011)
1. Unique Identification Number of product type:
S275J2 in compliance with EN 10025-2:2019
2. Type, lot and serial number, or another component enabling to identify the
constructional product:
See mark on product

3. Product designation:

For use in metal structures of constructional steel
4. Name of the manufacturer:

PUBLIC JOINT STOCK COMPANY
«ZAPOROZHYE INTEGRATED IRON & STEEL
WORKS «ZAPORIZHSTAL»

69008, Ukraine,

Zaporozhye region, Zaporozhye city,
Yuzhnoye shosse, 72
Tel: +380 (612)13-18-58
E-mail: office@zaporizhstal.com

5. Evaluation system (systems) and verification system of operational capabilities
constancy of constructional product, described in Appendix V:

System 2+
6. Providing building product quality declaration, subject to the coordinated standard:

Registered certification center Dedal AC Ne 1922 has performed an initial
inspection of manufacturer and of the manufacturing monitoring system of this
enterprise as well as continuous inspection, assessment and analysis of

manufacturing monitoring system and has issued conformity certificate
Ne 1922 — CPR - 0563.



7. Declared operating data:

Main parameters Operational capability Harmonized
technical
standard

Dimension and Thickness Shape 2,0 mm — 8,00 mm

EN 10025-2:2019

shape tolerances dimensions Hot-rolled sheet —
EN 10051
Yield stress Nominal thickness (mm) Unit measure (MPa)
Min 275
Tensile strength Nominal thickness (mm) Unit measure (MPa)
<3 Min 430 Max 580
>3 <100 Min 410 Max 560
Relative elongation | Nominal thickness (mm) Unit measure % Min
=15=20 15
>2,0<25 16
>2,5<3,0 17
>3,0<40 21
Striking energy on | Nominal thickness (mm) | Unit measure (Joule) Min
lengthwise samples <6 Shock test not required
KV at -20°C >6 27

(on demand of customer)

Chemical analysis

Nominal thickness (mm)

Unit measure % Max

<16

C: 0,20; Mn:1,50;

P:0,025; S:0,025;

N: 0,012; Cu:0,55;
Al: not less than 0,020%
(on demand of customer)

8. Product operational capability, mentioned in item 1 and 2 meet operation al
capabilities, declared in item 7.

The present declaration of operational capabilities is issued under the individual
responsibility of producer, mentioned in item 4.

Signed on behalf and by order of producer:

Director of Production Process & Quali

V.I. Naboka




